PM

12:02:49

12/10/2887

Bonded

¢ Brg.
22 mm ¢ Hole in Bott. Flange

/Sh/’/n P (f required)

5 ﬁ{ -~Bearing Assembly

1635 | 165 Lr 352 352
04

ELEVATION AT E. ABUT.

TYPE I ELASTOMERIC EXP. BRG.

354 20 mm ¢ Threaded Stud (MI64M)
50 054 50 / with flat washer & hex nut (4-reqd.).
N ﬁ@lf 60 x 354 x 558

186
126,60
25|
g
e

——6&-Layers of 16 mm
Elastomer (55 Durometer)

—5-6 mm Steel Plates
2 330 2

BEARING ASSEMBLY

(12-Req’d)

Note: Shim plates shall not be placed
under Bearing Assembly.

204

¢ 44 mm ¢ Hole

o 4 sfo | T

O SIDE RETAINER

Equivalent rolled angle with stiffeners
will be allowed in lieu of welded plales.
Weight included with Structural Steel.

(24 Req’d)

DESIGNED ADL
CHECKED wLw
DRAWN ADL/DGM
CHECKED wLw

p:\DBf1les\DBPBB24 \dhumbert-bridge\bridge_plans\@#sB-B308g:rders.dgn

I-2-E1 (M) +-30-99

SECTION A-A

Side Retainer (Typ.)

I
li
-‘7 ¢ M36 x 450 mm Anchor

bolts with 75 x 75 x 8 P
washer under nut

@ 60 x 230 x 510

Route o, | seerion caunry Bl EET SHEET No. 28

a1

carn 30| ¥ MADISON | 239 | 150 | 48 sHeeTs

* 60-15HB-1  CONTRACT NO. 76635

35 mm ¢ Holes-25 mm deep in top P
for 32 mm ¢ pintles. Thread or
251125 1130 press fit in bottom P.

@ p 40 x 230 x 800

Shim B (f required)

3 mm elastomeric neoprene leveling
pad accoding to Article 1052.02(a)
of the Stundard Specifications. Cost
inciuded with Structural Steel.

ELEVATION AT W. ABUT,

¢ M36 x 450 mm Anchor boits with
75 x 75 x 8 I washer under nut
52 mm ¢ Holes in bottom P.

SECTION B-B

FIXED BEARING

(12-Req’d)

N :‘Aﬁﬁzz £

)
AN

| 32 mm ¢

@ piNTLE

(24-Req’d)

O Steel Plates shall conform fto
the requirements of AASHT
M270M Grade 345.

Notes: Anchor bolfs at fixed bearings may be
built into the masonry.
See sheel 44 of 48 for Anchor Bolt Installation.

BILL OF MATERIAL

. Item _unit Total
/ y i /

E‘dsz‘cmer/i Bearing Fach 12

Assembly Type I

BEARING DETAILS
FAP RTE. 310 (IL RTE. 255) OVER
CH ROUTE 4 (HUMBERT ROAD)
SECTION 60-15HB-1
MADISON COUNTY
STATION 38+829.909
SN 060-0308 (NB) & 060-0309 (SB)

Klingner & Assoc., P.C.




